
osw-eschbach.de  |  Product Catalogue 2015/2016 – Industry18

D
ia

m
et

er
in

 In
ch

D
ia

m
et

er
in

 m
m

W
ei

gh
t

in
 g

/m
 |  

in
 lb

s/
ft

(+
/–

5 
%

)

W
al

l T
hi

ck
ne

ss
 

in
 m

m
 

(+
/- 

0,
2 

m
m

)

outside white plain
Th

eo
re

ti
ca

l 
Te

ns
ile

 S
tr

en
gt

h
in

 k
g

Bu
rs

ti
ng

 P
re

ss
ur

e
in

 b
ar

 |  
in

 P
SI

W
or

ki
ng

 P
re

ss
ur

e
in

 b
ar

 |  
in

 P
SI

  

Technical Details

Syntex Aquaris LBM  
outside white plain | outside coated

Construction
• inside: high quality, light, white food-resistant rubberlining 
 on the basis of EPDM
• 100 % high tenacity synthetic polyester yarn, 
 circular-woven twill weave, warp and weft threads multiple twisted 
 (on request with woven copper wires)
• outside: variantion 1: white plain jacket (uncoated)
                 variantion 2: coloured PU-coating 
  (Standard colours: blue or yellow, others on request) 
     
Feature 
• excellent abrasion resistance and durability 
  suitable for extreme conditions
• easy cleaning and disinfection
• extremely resistant to aging
• ozone and UV resistant
• Cold-resistant up to –  40 ° C 
• Heat-resistant up to + 100 ° C
• minimum friction loss 
• minimum elongation 
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Syntex Aquaris LBM (outside white plain) | Syntex Aquaris LBM (outside coated)

1 25 50 | 725 16 | 235 140 | 0,094 1,50 160 | 0,108 1,65 2.300
1 1/4 32 50 | 725 16 | 235 165 | 0,111 1,50 185 | 0,124 1,65 2.600
1 1/2 38 50 | 725 16 | 235 190 | 0,125 1,60 210 | 0,141 1,75 3.200
1 2/3 42 50 | 725 16 | 235 240 | 0,161 1,60 265 | 0,178 1,75 4.200
1 3/4 45 50 | 725 16 | 235 235 | 0,158 1,60 260 | 0,175 1,75 3.800
2 52 50 | 725 16 | 235 290 | 0,195 1,60 325 | 0,218 1,75 5.800
2 1/2 65 50 | 725 16 | 235 370 | 0,249 1,60 395 | 0,265 1,75 5.700
2 3/4 70 50 | 725 16 | 235 395 | 0,265 1,60 430 | 0,289 1,75 6.800
3 75 50 | 725 16 | 235 490 | 0,329 1,70 540 | 0,363 1,85 8.600
3 1/2 90 35 | 510 12 | 175 580 | 0,390 1,95 640 | 0,430 2,10 9.100
4 102 35 | 510 12 | 175 750 | 0,554 1,95 825 | 0,554 2,10 9.500
4 1/3 110 35 | 510 12 | 175 820 | 0,551 1,95 910 | 0,611 2,10 11.700

The data regarding bursting pressure and working pressure refer only to the pure hose without couplings. Changes in technical specification without prior notice.

process of manufacturing endless hoses 
allows us to deliver lengths of more than 
500 m in one section

in the loom the rubberlining (= manchon) 
will be woven in the textile jacket



osw-eschbach.de  |  Product Catalogue 2015/2016 – Industry 19

Syntex Aquaris LBM
(outside white plain)

Syntex Aquaris LBM
(outside coated)

Applications
suitable for municipal water, food industry, technical support


